
Construction Tux™ Vest Harnesses

 Size Hi-Viz Weight Fire Retardant Weight Surveyor’s Weight Flotation Weight Blue Duck Flex Weight

S 02105 3.80 02500 3.10 02705 3.80 N/A N/A 12305 2.80

M 02115 3.90 02510 3.20 02715 3.90 02810 6.00 12315 2.90

L 02125 4.00 02520 3.30 02725 4.00 02820 6.10 12325 3.00

XL 02135 4.10 02530 3.40 02735 4.10 02830 6.20 12335 3.10

2XL 02145 4.20 02540 3.50 02745 4.20 N/A N/A 12345 3.20

Orange Mesh Tux™

CONSTRUCTION TUX™ HARNESSES

Duck Tux™

 Size Brown Blue Black Camo Weight

S 02205 02305 02405 N/A 3.80

M 02215 02315 02415 03010 3.90

L 02225 02325 02425 03020 4.00

XL 02235 02335 02435 03030 4.10

2XL 02245 02345 02445 03040 4.20

Mesh Tux™

 Size Orange Green Black Red Weight

S 02100 02200 02600 02700 3.00

M 02110 02210 02610 02710 3.10

L 02120 02220 02620 02720 3.20

XL 02130 02230 02630 02730 3.30

2XL 02140 02240 02640 02740 3.40

Fleece Zip-in Liners

 Size Sleeveless Weight Long Sleeves Weight

M 02010 2.00 02015 3.90

L 02020 2.10 02025 4.00

XL 02030 2.20 02035 4.10

2XL 02040 2.30 02045 4.20

Surveyor’s Tux™ Harness m
•	 Class II Hi-Visibility material
•	 Coated polyester material to resist fading from UV Rays
•	 Meets standards for ANSI/ISEA 107-2004 roadside work vest
•	 Includes a variety of pockets for radio, maps, cell phone, etc.

Flotation Tux™ Harness m
•	 Class II Hi-Visibility material
•	 Coated polyester material to resist fading from UV Rays
•	 Meets standards for ANSI/ISEA 107-2004 roadside work vest
•	 PFD automatically inflates within 5 seconds of immersion
•	 Can also be manually inflated with a pull cord
•	 Type II performance inflatable mechanism with CO² cartridge

Hi-Viz Tux™ Harness m
•	 Class II Hi-Visibility material
•	 Coated polyester material to resist fading from UV Rays
•	 Meets standards for ANSI/ISEA 107-2004 for roadside work
•	 Eliminates the hassle of wearing standard body harnesses 

over reflective garments
•	 Also available with zip on/off long sleeves (page 38)

Fire Retardant Tux™ Harness m
•	 100% cotton flame resistant Banox FR3 material
•	 Meets standards for OSHA regulation 29, ASTM 1506, NFPA 

70E & 701
•	 Nomex Kevlar blend webbing
•	 Dielectric D-ring & powder-coated buckles
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Blue Duck Flex Tux™ Harness m
•	 Two lightweight flexible action panels provide increased 

mobility across the back
•	 Internal harness stretches with worker’s movement
•	 Velcro pocket for cell phone
•	 Durable cotton duck material
•	 Made with a mesh or fleece lining

*Specific part numbers must be ordered.

Mesh Tux™ & Duck Tux™ Harnesses m
•	 No-tangle body wear system
•	 Leg straps zip into the back of the harness for storage
•	 Include dorsal & side positioning D-rings
•	 Impact indicator
•	 Notched pass-thru chest & leg buckles
•	 Made with reflective strips down the front for visibility 
•	 Mesh Tuxes™ are made with comfortable & breathable mesh
•	 Duck Tuxes™ are made with durable cotton duck material
•	 Durable zipper
•	 Washable materials
•	 Available with shoulder D-rings for rescue & retrieval
•	 Available with custom embroidered or silk screened logos
•	 Available with our butterfly chest D-ring (02000)

full body harnesses IGUARDIAN FALL PROTECTION I www.guardianfall.com I (800) 466.6385 037


